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Technical Summary

An annual report for an ongoing research project presents

certain challenges if the primary effort is experimental be-

cause of the vagaries of carrying out an experiment. For the

most part vagaries usually result in stretching out of the

schedule. Thus it is difficult to produce a tidy, cogent

annual report.

This year a somewhat different approach will be used.

The research naturally splits into two parts. The first part

is the unsteady pressure distribution of an NACA 0012 airfoil.

These characteristics have been measured at low Mach numbers,

in the Reynolds Number range of 0.3 to 1.0 million, in the

reduced C equency range of 0.5 to 6.4, and at geometric angles

of attack'of 0 and 10 degrees. All in all, this constitutes a

large body of data. Proper management of this data has re-

quired considerable software development. In order to

efficiently manipulate this data using the computer, some of

the data collected last year was retaken, since it was not in

a form compatible with the computer. Because of a delay in the

wind tunnel schedule, the 100 upwash data is not complete, which

hanpers calculations, and no data has been taken abovp the stall,

as planned.

The second part is to measure unsteady boundary layer

characteristics and compare that data with calculations based

on the unsteady pressure data referred to above. rag . -I
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particularly interested in the change in characteristics as I
separation ts approached. Because of scheduling problems In

the wind tunnel, only tangential velocity profiles have been

recorded.

Hence, this report will concentrate on the recent un-

steady airfoil measurements and its implications and relate

these to earlier results. A report on the Boundary Layer

Characteristics will be prepared subsequently.
L

LI

Physical Arrangement

Figure 1 shows the wind tunnel section, as used for un-

steady airfoil pressure studies. The arrangement of airfoil,

sidewalls and rotating elliptic cylinder have been described

in References I, 2 and 3. A summary is given as Appendix A.

Data Acquisition

The data acquisition system used to obtain the present

results is shown in Figu:e 2. Pulses produced when the elliptic

cylinder major axis is parallel to the freestream (0 0)

trigger and synchronize data taking. Transducer voltages are

then sampled at rates computed so as to fit the desired number

of samples into each rotation period. This procedure com-

per sates for any drift in the cylinder period. Between 64 and

512 readings are taken each period, limited by the number of

simultaneous inputs and by the length of the period. The present
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system allows a maximum of 8 channels to be sampled at up to

17 kHz# divided by the number of channels.

F Ensemble averaging is performed by averaging the set of

readings for each period over a number of periods that ranges

from 50 to 100 for pressure data to 200 to 5000 periods for

low amplitude turbulent velocities. These averages are con-

verted to coefficient form and displayed graphically to check

system operation and to allow further study of unusual re-

sults. Ensemble averages are stored on floppy discs for later

processing.

Data Processing and Analysis

Following completion of a test, ensemble averaged pressure

and velocity data may be analyzed in several ways. First, the

nondimensionalized ensemble averages may be plotted against time

and another parameter such as chordwise position or height in

the boundary layer in a "three-dimensional" graph. This

technique is useful to illustrate the general character of the

data, revealing features that may be overlooked in more specific

analysis procedures.

Second, the ensemble averages may be Fast-Fourier trans-

formed, obtaining amplitudes and phase lags for the harmonics

of the cylinder rotation frequency. Harmonics up to 10 were

commonly examined; however, only the first few had amplitudes

high enough to be of interest.

I --U -4 ' I -
-1-0
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Third, easemble averages at several positions ma be

operated upon to produce ne parameters describing the more

global situation. For example, velocity profiles were in-

tegrated to find unsteady displacement and momentum thicknesses

and the shape parameter, H. Pressure distributions were in-

tegrated over the airfoil surface to determine unsteady section

lift and pressure drag coefficients, and differentiated to give

the pressure gradient. The parameters could then be Fourier

transformed into amplitudes and phase lags.

Fourth, theoretical models may be applied to attempt to

link various sets of data. A modification of Theodorsen's un-

steady thin airfoil theory (References 2, 4, 5) was used to

operate on the unsteady upwash distributions to produce a

prediction for the airfoil difference pressure distribution

and lift coefficient.

During all of these analysis procedures, there are many

opportunities to produce graphics terminal plots and to print

out the distributions, transforms, other plots deemed instruc-

tive in understanding the physical processes under study.

Test Conditions

The current test series acquired data for two geometric

angles of attack, (a), 0 and 10 degrees. At zero degrees,

airfoil pressures were measured for Reynolds numbers of .7 and

1.0x10 6 and reduced frequencies of 0.5, 1.0, 1.5, 2.0, 4.0

(3.9 for Re - .7x10 6) and 6.4 (5.1 for Re - lx106 ). Steady

pressures were measured for elliptic cylinder orientations of
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9 - 0, 45, 90 and 135 degrees. Unsteady boundary layer

tangential velocity profiles were obtained at the chordwise

location x/c - 0.94 and Re - .7xl06 for k - 0.5, 1.0, 2.0 and
.?xl06

- - 6.4, and at x/c - 0.96, Re - and k - 1.0.

For airfoil at 10 degrees, pressure data was taken for
6i

Re - .7 and I.0x106 at reduced frequencies of 0.5, 1.0, 2.0,

4.0 (3.9) and 6.4 (5.1), and for steady elliptic cylinder

orientations of G - 0, 45, 90, 135 degrees. Boundary layer
profiles at x/c - .94 and R - .7x106 , for k - 0.5, 1.0, 2.0,

Re
3.9 and 6.4 were then measured.

Although data acquisition programming and experimental

apparatus were prepared for additional studies of upwash,

pressure, boundary layer velocities and Reynold's stresses at 4
increased angles of attack and decreased separation between

trailing edge and elliptic cylinder, delays in the availability

ot the wind tunnel made it impossible to perform these tests

in the current period.

Surface Pressure Results

Airfoil surface pressures were first measured at zero angle

of attack with no elliptical cylinder present, and compared with

the accepted pressure coefficient distributions for the NACA 0012

(Reference 6). This comparisGn is shown as Figure 3. The

acceptable agreement validates the airfoil contour and the

technique of measuring dynamic pressure with a pilot-static probe

located above the airfoil and between the sidewalls, as shown

in Figure 1.
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Figures 4 and 5 show the distribution of the mean, or

time average pressure coefficient for airfoil angles of attack

of 0 and 10 degrees, respectively. Data are given for a

Reynold's number of 106 for reduced frequencies ranging from

0.5 to 5,, as indicated by the data symbols. The major effects

of the increasing reduced frequency on the mean pressure dis-

tribution are an increase in the pressure difference (upper-

lower) due to the increased circulation and a lowering of the

pressure coefficients near the trailing edge. On the average

no separation was indicated by these data.

Figure 6 is a plot of the ensemble averaged upper surface

pressure coefficient at reduced frequency - 6.4, zero angle of

attack, and Re - .7x106 . The horizontal axis represents time,

with 720 degrees of phase corresponding to one elliptical

cylinder rotation period. The third, slanted axis is for

position along the airfoil chord. The data show the smooth

variations in both means aad amplitudes that were typically

present, with the increased amplitudes near the trailing edge

being apparent.

Figure 7 is a similar plot of the difference pressure co-

efficient at reduced frequency 1.0. The smooth decrease in

amplitudes from the leading edge to the trailing edge can be

seen, together with the phase shifts near the leading and trail-

ing edges. Figure 9 shows the amplitude of the fundamental

harmonic (twice the cylinder frequency). For K - 3.9 and



alpha 0 o, upper surface, lower surface, and difference 7
amplitudes are given. The trend of the difference pressure

toward 0 at the trailing edge is apparent. Figure 9 pre-

sents the phase lag distributions for the same conditions.

Note the increased phase lags of the difference pressure at

the edges, and the decreased phase lag of the upper surface

pressure at the leading edge. The difference pressure phase

behavior is discussed below, while the phase behavior of the

upper surface is covere in more detail, but still not com-

pletely explained in References 1, 2, 3).

As discussed at length in References 2 and 3# the

measured unsteady difference pressure distributions were com-

pared to predictions made by applying unsteady incompressible

thin airfoil theory to the measured unsteady upwash distribu-

tions. Typical results are shown in the next three figures.

Figure 10 shows the good agreement between measured and pre-

dict~d mean difference pressures at k = 6.4 and alpha - 0 de-

grees. Although a correction was applied to remove the

singularity at the leading edge (Reference 7), the prediction

still overestimated the measured values in that region.

Figure 11 gives results for the fundamental harmonic at

k - 2.0. Qualitative agreement is seen, but predicted ampli-

tudes were much higher than the pressure requirements. Figure 12

shows the phase lag results for this case. The agreement is

acceptable over the forward 80% of the chord, with major differ-

ences appearing near the trailing edge. The trailing edge be-

havior is discussed at greater length below and in Reference 8.

--.



Figure 13 shows the mean difference pressure near the

trailing edge, normaliza- by the value at x/c - 0.75. All

airfoil angle of attack and reduced frequency combinations at

% 0 700,000 are included. A typical prediction, similarly

normalized, is also shown. Apart from the functional de-

pendence of k on the individual distributions, the most ob-

vious feature is the difference in the manner in which the

distributions approach zero at the trailing edge. The predic-

tion has higher curvature, approaching zero very rapidly over

the last few percent of chord. This difference is presumably

due to the finite trailing edge angle and to viscous effects

near the trailing edge, neither of which are included in the

theory.

Figure 14 oresents the fundamental harmonic of the

difference pressure for the same cases, similarly normalized.

The effects of k on the detailed pressure distributions is

somewhat greater than in the mean pressure distribution but

each distribution appears to be approaching a value of zero

at the trailing edge. The very rapid drop to zero of the pre-

diction is even more pronounced for this unsteady portion than

for the mean. Measured values again approach zero more gradually.

Finally, Figure 15 gives phase lag data for these fre-

quency Reynold's number and angle of attack conditions. All

distributions are normalized by the phase lag at x/c - 0.75.

The differences in behavior seen in Figure 12 are apparent to

varying degrees for all cases. Trailing edge phase lag measure-

ments were generally larger for higher frequencies and higher
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angles of attack, and were relatively independent of Reynold's

number. The predicted phase lag distributions for k - 1.0 and

k 6.4 at zero angle of attack and R* - .x are also shown

in Figure 15 for comparison. In the region .9 < x/c < .97 both

calculated and measured phase lags increased with reduced Zre-

quency. The calculations, however, predicted a smaller increase,

and in fact, for x/c > .98, a sharp drop to a phase lag of
0I-90° with respect to the phase of the upwash is predicted. This

drop is not seen in the measurements. The agreement for x/c < .9

is encouraging, and would seem to indicate that at least some of

the unsteady effects are being correctly modelled. The increasod

phase lags with increased angle of attack may be due to the

thicker boundary layers, representing a greater departure from

the cusped edge, inviscid flow postulated by the theoretical

model.

As discussed above, the measured unsteady surface pressure

distributions could be integrated using the trapezoidal rule

along the surface of the airfoil and Fourier transformed to pro-

duce harmonic amplitudes and phase lags for the lift and pressure

drag. Figure 16 shows the unsteady lift magnitude for the

fundamental harmonic plotted against the reduced frequency. For

frequencies of 2.0 and below, the results seen to be relatively

independent of Raynold's n1mber and angle of attack. This

suggests superposition of the unsteady upwash increment onto

steady properties due to thickness, angle of attack and mean upwash

Is valid. For higher reduced frequencies the differences in-

creased, in particular the Reynold's number seemed to play an

important role above k - 4.
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Predicted unsteady lift amplitudes for zero angle of attack

are also given on Figure 16. Qualitative agreement between

measurement and calculation is seen at higher reduced fre-

quencies and including the reducticp in amplitudes between

k - 1 and k = 4. As would be expected from the pressure dis-

tribution in Figure 14, predicted lift amplitudes are

significantly larger than the measured values.

Fiqure 17 shows the phase lag for the same unsteady lift

conditions. The phase lag is seen to be relatively independent

of Reynold's number and angle of attack, with all data being

within approximately five degrees of a common curve of variable

reduced frequency. Predicted phase lags for angle of attack

are also presented. Qualitative agreement was noted regarding

low values for k < 2, with decreasing phase lag as the reduced

frequency increased. The difference with Reynold's number of

the predictions was probably due to uncertainties in the analog

system used to collect the upwash data and to the requirement to

use an averaged phase valve for the entire upwash distribution.

This is discussed at greater length in Reference 2.

Conclusions/Accomplishments

For the present experimental situation:

1) Unsteady difference pressures appear to approach a

value of zero at the airfoil trailing edge, for reduced fre-

quencies up to 6.4 and at airfoil angle of attack up to 10 de-

grees - 1.2).

JI



2) Near the airfoil trailing edge, mean and unsteady

difference pressure are each characterized by similar

normalized distributions. These distributions approach zero

more gradually than. predicted by unsteady thin airfoil theory,

based upon measured upwash distributions.

3) .:Unsteady difference pressure phase behavior is not

well modelled near the airfoil trailing edge by the thin air-

foil theory. It seems likely the phase is affected by a finite j
trailing edge angle and a significant boundary layer..

4) Unsteady lift amplitudes and phase-behavior may be

qualitatively predicted by unsteady thin airfoil theory, but

amplitudes tend to be less than predicted.

I-

1

i-
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Appendix A

Experimental Apparatus and Procedure

The experimental measurements were made at M.I.T.'s

Wright Brothers Memorial Wind Tunnel, a low speed facility

having a 2.3 m x 3.0 m elliptical test section (Figure 1).

The NACA 0012 airfoil section used had a 20 cm chord, which,

together with the tested free stream velocities of 20 and

30 mps, gave Reynold's numbers of 7x105 and 1xl06 . Vertical

sidewalls spanned the full height of the tunnel, and were

2.4 airfoil chords long. The sidewalls diverged downstream

to minimize pressure gradients. Joints between sidewall and

airfoil were sealed to prevent . condary flows. Two dimen-

sionality was confirmed by measuring steady flat plate boundary

layer profiles and comparing these profiles with standard re-

sults (9). The airfoil steady angle of attack was set by

rotation about the trailing edge.

The rotating elliptic cylinder had major axes of 6.50x

13.77 cm, and had its axis at x/c = 1.175, y/c = -0.276. It

could be spun at up to 3300 rpm. A pulse produced each revolu-

tion provided a phase reference to synchronize data acquisition.

The cylinder surface was roughened to delay separation and in-

crease repeatability. Fundamental reduced frequencies, k =

wc/2U , obtained ranged from 0.5 to 6.4.

The instrumentation may ba conveniently divided into three

functional categories. First, a cross hot wire was used to

. . . . . .. .. . . ..-. . . . . . . . .. ., .. .- . . .
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measure flow velocities induced along tLh airfoil chord line

by the elliptic cylinder, with no airfoil in the wind tunnel.

Second, pressure taps. located along the airfoil surfaces de-

termined unsteady pressure distributions. Third, a single

wire hot-wire probe was used to gct tangential velocity pro-

files in the airfoil boundary. layer.
The induced flow velocity measuring system and the results

obtained are discussed at length in References 2 and 3. In

brief, the mean and the ensemble (phase locked) average of the

unsteady upwash distributions were measured from x/c = 0 to

x/c = 1.1. Distributions were found to depend primarily upon

reduced frequency, over the Reynold's number range of .3 to

l.0x10 6, with maximum amplitudes, both mean and unsteady,

occuring near the trailing edge position. Means increased with

reduced frequency, due to the increased circulation generated

by the cylinder's rotation. Unsteady amplitudes decreased above

k = 1 because of increased accelerationirequired by the fluid..

For some frequencies the expected symmetry between cylinder

half-rotation periods was significantly distorted. Such fre-

quencies were avoided, as described in References 2 and 3.

Seventeen pressure taps were located on each airfoil sur-

face, from x/c = 0.005 to x/c - 0.98. They wei.e connected to

upper and lower surface Scanivalves using 25 cm tubing, fitted

with yarn inserts to avoid resonance problems in the frequency

band of interest, 0 to 600 Hz. Pressures were measured using

Setra model 237 capacitive transducers, with a range of

!iI
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+ 3800 Nt/m2 (:t 0.5 psi). The amplitude and phase calibra-

tion procedure is described in Reference 3. The results are

z iown in Figures A-i and A-2. The phase calibration of

Figure A-2 was subtracted from the experimental results.

Airfoil boundary layer velocity profiles were found by

moving a normal wire constant temperature hot wiie anemometer

perpendicular to the surface. The probe was capable of being

moved in increments of 0.0025 cm or greater, to within C.013 cm

of the surface. Typical boundary layer thicknesses (u - 0.995 Ue)

present at the measurement station of Y/c = 0.94 ranged from

1.2 to 2.5 cm, so that the spatial resolution was sufficient.

A linear potentiometer was used to determine probe heights.

The probe wa'i frequently moved outside of the boundary layer

during each profile to check for thermal drift.

J

H .
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Status of Research

With the erception of the slip in the tunnel, which

was due to a fat'.g - failure in the tunnel drive mechanisms,

the work is proc ading reasonably well. The results to date

have indicated the simple theories, like Theodorsen's have

a much greater range than originally expected (k - 2). The

same may be said for the non-singular behavior of the!

pressure and the trailing edge (the Kutta condition seems to

represent the physics of the outer flow) up to reduced fre-

quencies (k) of 6.4. The data at a geometric angle of attack

of 10 degrees also seems to support these conclusions, although

the detail analysis awaits measurement of the upwash distribu-
tion.

Although not discussed in this report the same sort of

remarks apply for the boundary layer studies and measurements

and for the shear gauge development.
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Professional Personnel

The following people have made important contributions

to this project in the last year:

I

1. Professor E E Covert Principal Investigator

2. P F Lorber Research Assistant

3. R Lee Research Assistant

4. Dr C W Haldeman Principal Research
Associate

5. Mr Paul Bauer Research Engineer

In February, 1981, Mr Lorber was awarded the degree of

S.M. in Aeronautics and Astronautics from M.I.T. Mr. Lorber's 4
thesis was prepared under this grant. This thesis was

entitled "Unsteady Airfoil Pressures Induced by Perturbation

of the Trailing Edge Fl..

Interactions

The primary Interactions fall into two classes. First,

wind tunnel procedures have been discussed with a group of

wind tunnel engineers (the Supersonic Tunnel Association

(October, 1980)). Informal discussions about the data and

its usefulness have been held with Dr McCrosky of the A..-my

Mobility Laboratory, Ames Research Center, California and with

Dr S K F Karlsson of Brown University in June, 1981.

Professor Covert was invited by Dr Hearth, Director of

NASA Langley Research Center, to be the Chairman of a Peer

Group Review Committee for the Unsteady Aerodynamics Branch

at that Center.
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